
 

 
 

 
 

• Hydroformed Aluminum Construction

 

 
• 4 Panel Sectional Reflector 

 
• Simple Installation 

 
• AZ-EL and Polar Mount Options 

 
 

 

Antenna Size 3.0 Meter 3.8 Meter 
    

Electrical Specifications C band Ku-band C band Ku-band 
Operating Frequency (GHz) 3.7 – 4.2 10.95 – 12.75 3.7 – 4.2 10.95 – 12.75 
Gain, dBi (Typical) 40.0 49.0 42.5 51.9 
3dB Beamwidth 1.75 .60 1.4 .45 
Noise Temperature (@30° Elevation) 28° 25° 
Cross Polarization – On Axis (Minimum dBi) 30dB 
VSWR (Maximum) 1.3:1 

    

Mechanical Specifications    
Reflector F/D Ratio .375 .375 
Focal Length 45” 56.25” 
Antenna Style Prime Focus 
Number of Sections 4 
Reflector Material .125 Aluminum 
Surface Accuracy (Typical RMS) .025” .040” 
Mount Options AZ-EL and Polar Mount 
Pipe Size (Outside Dimensions) 6 5/8” 
  

Environmental Specifications  
Operational Wind Speed 60 mph (96 km/h) 
Survival Wind Speed 125 mph (201 km/h) 
Temperature – Operational -20° to 125°F (-28° to 51°C) 
Temperature – Survival -40° to 165°F (-40° to 73°C) 
Antenna & Mount Finish / Color Powder Coat / White / Black 

MODEL 

AND-300AZPLR 
AND-380AZPLR 
AND-300AZPLR 
AND-380AZPLR 

PRIME FOCUS 3.0 AND 3.8 METER SECTIONAL ANTENNAS 
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