
Remote Controls
Amino set-top boxes (STBs) can 
be specified with either a simple 
STB RC that controls the STB or 
a Universal RC that controls the 
STB + TV.

Power supplies
Product and country specific power supplies 
are available for the entire STB range.

Infrared extenders
The infrared receiver 
on Amino STBs can be 
extended with an IR 
dongle mounted in an 
out of sight location.

AV cables
Amino STBs are equipped with HDMI, 
Ethernet and analogue outputs. This 
allows the specification of various cable 
configurations to meet specific customer 
requirements such as Composite, 
Component (YPrPB) or HDMI.

Accessories
A wide range of accessories to complement the Amino STB 
range at deployment or for refurbishment and spares.

Set-top box accessories
Amino offers a wide range of accessories that can be ordered as ‘in-the-box’ customer 
configurations or as after sales upgrades and spares, or for refurbishment. These include:
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IR Remote Controls WILLOW remote control OAK remote control BIRCH remote control NOVA remote control

Description 513-027

Works with STBs 
running Aminet 
software stack only 
(A140, A540, H140, 
A150, A550, H150).

Batteries included.

99-989100-00A

Works with STBs 
running Enable 
software stack only 
(All Series 5, Series 6  
& Series 7). 

Batteries excluded.

99-988100-00A

Works with STBs 
running Enable 
software stack only 
(All Series 5, Series 6 
& Series 7).

Batteries excluded.

99-986010-03 (NA/SA)

Works with STBs 
running Enable 
software stack only 
(All Kamai & Amulet).

Batteries supplied 
separately.

BLE Remote Maxi ATV Maxi BLE

Description 99-98C200-00B

Fully-functional RCU 
that works with STBs 
running Android TV 
software stack only 
(Amigo 7X).

Batteries included.

99-98D200-00A

Fully-functional IR/BLE 
RCU that works with 
STBs running Enable 
software stack (Kamai 6, 
Amulet 6, Kamai 7 & 
Amulet 7).

Batteries included.

Power supplies 5V2A power supply 12V1A power supply 12V2A power supply

Description 99-994203-02 -  
Power supply, EU

99-994207-02 -  
Power supply, UK

99-994202-02 – 
US AC Pins 1.2m length.  

For Amigo 7X.

99-995102-02 –  
US AC pins

99-995103-02 –  
EU AC pins

99-995107-02 –  
UK AC pins

Fixed Plug-Top. 
1.8m cable length.

For Kamai 5, Kamai 7X, 
Aria 6/6X, Aria 7/7X.

99-995202-02 –  
US AC Pins 1.8m length.

For Kamai 6, Kamai 7B,  
Kamai 7XM & Amulet 7XM.

Specifications

Customer Support
To find out more please contact an Amino representative:
letstalkenterprise@amino.tv
www.enterprise.amino.tv

Chipset & Memory

DMIPS 22000

Memory (RAM) 1GB or 2GB

Memory (Flash) 8GB, 16GB or 
32GB eMMC Flash

Internal microSD Max 256GB

Mechanics

HDMI 2.1

USB 2 x USB2.0

Ethernet 10/100/1000

BLE (internal) Option

IR Yes w/ IR extender port

3.5mm Jack 
(Composite AV) Yes

Mini-Din (Component/
Composite AV) No

S/PDIF Yes

POE (internal) Yes

RS232/TVI with IR  
pass-thru Yes

Ruggedised case/VESA 
mount Yes

Video/Graphics Support

AV1 Yes

HEVC Yes

4k UHD Yes

4K Graphics 4K Still Support

Max. Single decode 4kp60

Max. Dual decode ROADMAP 

OpenGL ES 2.0 Yes

Regulatory Compliance

Environment and Safety FCC Certified, CB 
Certified, CE Certified, 
UKCA Certified,RCM 
Certified

Power

Power Supply External 12V/1A 
(US, EU, UK and AU)

Power Consumption 9W maximum, fully 
equipped

Operating Environment

Temperature 5-40°C (40-104°F) 
operating temperature

Humidity 30-95% relative 
humidity

Physical Properties

Size (L*W*H) 158 mm x 121 mm x 38 mm 
Mounting: 16 mm

Weight 500g
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